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HARDWARE & CONSTRUCTION
HINGES

HANDLES

*Steel Strap Hinge

Plastic Strap Hinge

*Steel Handle Hammered Iron Handle Carriage Handle Carriage Knocker Kit

Iron Stud
with Screw

Hammered 
Iron Stud

Hammered Iron HingeSteel Heritage Hinge

Plastic Heritage Hinge

* 4 steel strap hinges and 2 steel
handles provided on single doors.
8 steel strap hinges and 4 steel
handles provided on double
doors. Additional items are
optional.

• Plateau is customized to your
specifications. Provide your dealer with
the wood species, size and design you
desire, and Safe-Way will create the
product you desire.

• Lead times for the Plateau may fluctuate
based on the wood species and design
requested.

Both Ridge and Plateau use a 1-3/8" insulated
wood flush door as a base. R-Value 6.

Plateau construction
specifications may vary
depending on the
design requested.

• Additional hardware options are available for the Plateau. Consult your dealer for details.

PLATEAU PRODUCT DETAILS

WOOD PRODUCT
FINISHING & CARE

Hardboard Panels

Bottom Rail

CONSTRUCTION

WARRANTY

Year
1111

1" x 4" Tongue &
Groove Wood Overlay

1" x 4" Real Wood
Trim Boards

Meeting Rail

Insulating Polystyrene Core

• Available in nine designs with six distinct
window options.

• Constructed of stain grade cedar.
• Available in multiple sizes. Consult your

dealer for details.

The Ridge and Plateau must be finished on
all six sides per the directions included in
your installation instructions. Failure to
comply will void the warranty. Maintaining
a wood door is very important. Review the
maintenance information included in your
installation instructions.

RIDGE PRODUCT DETAILS
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Finishing 
 

1. All six sides (front, back, top, bottom, left, and right) of each section should be 
finished using the same method.  If the outside of the door is painted, the inside 
should be painted.  If the outside of the door is stained, the inside should be stained. 

 
2. When painting a door, the finish coat base should be the same as the primer coat 

base.  Latex based finish paint is recommended for use with a latex based primer, 
and oil based finish paint is recommended for use with an oil based primer.  
Minimum one coat primer and 2 coats finish. 

3. Any exposed, beaded or v –groove openings, gaps, overlays and joints that could 
pocket water need to be sealed with a high-quality, polyurethane caulk or similar 
quality caulking material. 

 
4. When staining a door, select a quality exterior penetrating stain (transparent, semi-

transparent or solid) that is mildew resistant, UV resistant and water repellant. 
 

5. When warehousing or storing doors prior to installation, caution should be taken to 
protect the wood parts from direct exposure to moisture conditions. 

 
6. Avoid film-forming finishes, such as varnishes and urethanes, which do not 

penetrate the wood. 
 

7. Unfinished wood parts should never be left exposed to the natural elements. 
 

8. Finishing must take place before installation and exposure to the elements. See 
above for finishing instructions. 

 
9. Where concrete floors are used, the garage door should not be installed until after the 

floor has been poured and adequate time has elapsed for the moisture content to 
dissipate. 

 
10. Where the building is to be plastered, the garage door should not be installed until 

after the plastering is completed, and the majority of the associated moisture has 
been dispersed. 

 
 
 


